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A mendments to the Claims : 
This listing of claims replaces all listings of claims in the application: 

Listing of Claims- 

1-25. (Canceled) 

26. (Currently amended) An energy tracking system for a fleet of battery powered 
vehicles, comprising: 

a plurality of sensors, each sensor being installed on a respective vehicle in the fleet for 
sensing a state of charge of at least one battery on the vehicle, 

a plurality of vehicle subsystems, each vehicle subsystem being installed in a respective 
vehicle in the fleet, operatively coupled to a corresponding sensor, and configured to transmit 
information reflecting the state of charge of the at least one battery; and 

a central station in wireless communication with said plurality of vehicle subsystems and 
configured to allocate vehicles in the fleet in response to the information regarding the state of 
charge of the at least one battery to effectuate an efficient battery charging operation in the fleet, 
w herein allocating vehicles to effectuate an dfaW ch^n. ^ „„„ t 

co mprises allocatur a vnh irlr with , ,tate of c*»r F r. ^ t „„h; P5 to a non . tin ear cWp j np ratp 
ifs uch a vehicle is available, oWsr allocating a. vehi.i. , ^ „ f charge corrp ^ nft 
toa linear charging rate, 

27. (Previously presented) The energy tracking system of claim 26, wherein said 
central station is configured to allocate the vehicle having a highest state of charge. 

28. (Currently amended) The energy tracking system of claim 26, wherein said 
central station is configured to reserve a vehicle having a highest state of charge for a user 
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request above a predetermined traveling distanc e, thereby making m id r Sserved ^hirA* 
otherwise unavailable nn d A llocate a voI i J l Ic li;.^ i mnn^ nwn , f , lur£ 0 to au _ cr 

rcquoot below tlio piedotorminod travoling dintanco . 

29. (Currently amended) The energy tracking system of claim 26, wherein said 
central station is configured to reserve a group of vehicles having highest states of charge for a 
plurality of user requests above a predetermined traveling distanc e, thereby makin g ca-irl r^,^ 
v eh icle otherwise unavailable to allocate a vohi rTo h a ving a h ifi hm t itato rf chorg o ou t ride th e 
group of vrihiclon in n nnflrnnqiinrt lining tnrrrr rfr tn rTni n cd t rave ling J iu L mu ). 

30. (Currently amended) The energy tracking system of claim 29, wherein said 
central station is further configured to adjusting]] a number of vehicles in the group of vehicles 
in response to a varying demand of the user requests above the predetermined traveling distance. 

31 . (Previously presented) The energy tracking system of claim 26, wherein: 

said central station is configured to transmit a first signal to a vehicle in response to the 
state of charge of the vehicle being lees than a predefined minimum value; and 

said vehicle subsystem is further programmed to display a low state of charge message in 
response to the first signal. 

32-34. (Canceled) 

35. (Currently amended) A battery powered vehicle sharing system including a fleet 
of vehicles and a plurality of ports, comprising; 

a sensor installed on each vehicle in the fleet for sensing a state of charge of the vehicle; 

a vehicle subsystem installed on each vehicle in the fleet and operatively coupled to the 
sensor on the vehicle for transmitting state of charge information corresponding to the state of 
charge sensed by the sensor; and 

a central station including: 
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a tracking system that provides vehicle location information corresponding to a location 
of each vehicle; and 

a computer system programmed to select and allocate vehicles to users based on the state 
of charge information and the vehicle location information to effectuate an overall efficient 
battery charging operation in the fleet of vehicles, wherein alln.nrinp v^i^ to effentliat . 3n 
overall efficient battery shar e r op era tio n in the flm c omprises »1 W„W a veh ide with ■ ^ 
of char g e corresponding to a non-linear charging rat* if™* * ^ hH e is avai1ah1e fttTlprwi - w 
allocating a vehicle with a state of charge corresp onding tn » linear charging rat* 

36. (Previously presented) The battery powered vehicle sharing system of claim 35, 
wherein said computer system is further programmed to define a vehicle search group for each 
port m which one or more vehicles from the fleet may be present at any given time and to select 
and allocate, for a user at a given port, a vehicle having a highest state of charge from the vehicle 
search group defined for that port. 

37. (Previously presented) A battery powered vehicle sharing system including a 

plurality of ports and a fleet of vehicles with each vehicle having a state of charge, comprising: 

a sensor associated with and installed on each vehicle in the fleet for sensing the state of 
charge of the associated vehicle; 

a vehicle subsystem including a wireless communication unit associated with and 
installed on each vehicle in the fleet and operatively coupled to the sensor on the associated 
vehicle for transmitting state of charge information corresponding to the state of charge sensed 
by the sensor; and 

a central station coupled in wireless communication with said wireless communication 
units, including a tracking system that provides vehicle location information corresponding to the 
location of each vehicle and a computer system for processing the state of charge information 
and the vehicle location information, said computer system being programmed to: 

provide an estimated time of arrival of each vehicle at a port; 
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define a vehicle search group for each port including vehicles present or having an 
estimated time of arrival within a predefined timeperiod at the port; and 

select and allocate a vehicle for a user at a given port from the vehicle search group 
defined for that port. 

38. (Previously presented) A battery powered vehicle sharing system including a fleet 
of vehicles with each vehicle having a state of charge and a plurality of ports with each port 
having a charging facility for selectively coupling to a vehicle to increase the state of charge 
thereof over a charging time period, comprising: 

a sensor associated with and installed on each vehicle in the fleet for sensing the state of 
charge of the associated vehicle; 

a vehicle subsystem including a wireless communication unit associated with and 
installed on each vehicle in the fleet and operatively coupled to said sensor on the associated 
vehicle for transmitting state of charge information; and 

a central station coupled in wireless communication with said wireless communication 
units, including a tracking system that provides vehicle location information and a computer 
system for processing the state of charge information and the vehicle location information, said 
computer system being programmed to: 

include a vehicle in a vehicle search group of a given port if the vehicle is located at a 

charging facility at the port and has a charging time period which is due to expire within 
a predefined time period; and 

select and allocate A vehicle for a user at a given port from the vehicle search group 
defined for that port. 

39. (Previously presented) The battery powered vehicle sharing system of claim 35, 
wherein: 

each port includes a charging facility for selectively coupling to a vehicle to increase the 
state of charge of the vehicle; and 
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said computer system is programmed to select a vehicle located at a given port for 
coupling to the charging facility at that port, based on the state of charge information for the 
vehicle. 



40. (Previously presented) The battery powered vehicle sharing system of claim 35, 
wherein: 

each port includes a charging facility for selectively coupling to a vehicle to increase the 
state of charge of the vehicle; and 

said computer system is programmed to determine an charging order for a plurality of 
vehicles located at a port based on the state of charge of each vehicle in the plurality of vehicles. 

41. (Previously presented) A battery powered vehicle sharing system including a fleet 
of vehicles with each vehicle having a state of charge and aplurality of ports with each port 
having a charging facility for selectively coupling to a vehicle to increase the state of charge 
thereof over a charging time period, comprising: 

a sensor associated with and installed on each vehicle in the fleet for sensing the state of 
charge of the associated vehicle; 

a vehicle subsystem including a wireless communication unit associated with and 
installed on each vehicle in the fleet and operatively coupled to the sensor on the associated 
vehicle for transmitting state of charge information; and 

a central station coupled in wireless communication with said wireless communication 
units, including a tracking system that provides vehicle location information and a computer 
system for processing the state of charge information and the vehicle location information, said 
computer system being programmed to: 

determine a charging order for a plurality of vehicles.located at a port based on an order 
of the state of charge of lie vehicles, from the lowest state of charge to the highest state of 
charge; and 

select and allocate vehicles to users based on the state of charge information and the 
vehicle location information. 
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42. (Previously presented) The battery powered vehicle sharing system of claim 40, 
whereiD: 

said charging facility defines a charging rate for each vehicle, a plot of the charging rate 
including a generally linear region below a first state of charge level and a generally nonlinear 
region above the first state of charge level; and 

said computer system is programmed to assign a vehicle to a charging facility in response 
to the state of charge of the vehicle below the first state of charge level. 

43. (Currently amended) A method for tracking charging state in a battery powered 
vehicle sharing system, comprising: 

sensing a state of charge of each vehicle in the vehicle sharing system; 

transmitting state of charge information to a central station; 

processing the state of charge information at the central station; and 

in response to a user request at a vehicle port, allocating a vehicle available at the vehicle 
port to effectuate an efficient charging operation of the vehicle sharing syste m, wherein 
al locating a vehicle to effectuate an efficient rW pj nE operation nf fe e vehicle shari™ .y^ m 
comprises allocating a vehicle with a state of chirp * con^nr^rW t n ^ nOT1 .l,w rh^^ 
if such a vehicle is available, other wise alloc a ting a v e hicle with * ^ n f chare nnrr^nH^ 
to a linear charpinfl ratft 

44. (Previously presented) The method of claim 43, wherein allocating a vehicle 
includes allocating the vehicle having a highest state of charge available at the vehicle port. 

45. (Previously presented) The method of claim 43, wherein allocating a vehicle 
includes: 

reserving a vehicle having a highest state of charge available at the vehicle port for a user 
request having a traveling distance above a predetermined value; and 
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allocating a vehicle having a second highest state of charge available at the vehicle port 
to a user request having a traveling distance below the predetermined value. 

46. (Previously presented) The method of claim 43, wherein allocating a vehicle 
includes: 

reserving a group of vehicles having highest states of charge available at the vehicle port 
for user requests having traveling distances above a predetermined value; and 

allocating a vehicle having a highest state of charge outside the group available at the 
vehicle port to a user request having a traveling distance below the predetermined value. 

47. (Canceled) 

48. (Previously presented) The method of claim 46, further comprising adjusting a 
number of vehicles in the group of vehicles in response to a varyMg demand of the user requests 
having the traveling distances above the predetermined value. 

49. (Previously presented) The method of claim 43, further comprising 
including a vehicle due to arrive at a vehicle port within a predefined time period in the 

vehicles available at the vehicle port; and 

including a vehicle charging at the vehicle port in the vehicles available at the vehicle 
port in response to a charging time of the vehicle due to expire within the predefined time period. 

50 (New) The energy tracking system of claim 26, wherein a vehicle is available if a 
vehicle is located at a vehicle port. 

51 (New) The energy tracking system of claim 26, wherein a vehicle is available if a 
vehicle is due to arrive at a vehicle port within a predefined time period. 
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52 (New) The energy tracking system of claim 26, wherein a vehicle is available tf a 
vehicle is due to arrive at a vehicle port within a predefined time period. 

53 (New) The energy tracking system of claim 26, wherein a vehicle is available if a 
vehicle charging at a vehicle port has a charging time due to expire within a predefined time 
period, 

54 (New) The battery powered vehicle sharing system of claim 35, wherein said 
computer system is further programmed to define a vehicle search group for each port in which 
one or more vehicles from the fleet may be present at any given time. 

55 (New) The battery powered vehicle sharing system of claim 54, wherein a vehicle 
is included in a fust vehicle search group if a vehicle is located at a port corresponding to the 
first vehicle search group. 
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